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Environmental Protection Agency Pt. 63, Subpt. UUU, Table 42 

This type of continuous opacity or emission monitoring system 
. . . Must meet these requirements . . . 

2. CO continuous emission monitoring system ........................... Performance specification 4 (40 CFR part 60, appendix B); 
span value of 1,000 ppm; and procedure 1 (40 CFR part 60, 
appendix F) except relative accuracy test audits are required 
annually instead of quarterly. 

3. CO continuous emission monitoring system used to dem-
onstrate emissions average under 50 ppm (dry basis). 

Performance specification 4 (40 CFR part 60, appendix B); and 
span value of 100 ppm. 

4. SO2 continuous emission monitoring system for sulfur recov-
ery unit with oxidation control system or reduction control 
system; this monitor must include an O2 monitor for cor-
recting the data for excess air. 

Performance specification 2 (40 CFR part 60, appendix B); 
span value of 500 ppm SO2; use Methods 6 or 6C and 3A or 
3B (40 CFR part 60, appendix A) for certifying O2 monitor; 
and procedure 1 (40 CFR part 60, appendix F) except rel-
ative accuracy test audits are required annually instead of 
quarterly. 

5. Reduced sulfur and O2 continuous emission monitoring sys-
tem for sulfur recovery unit with reduction control system not 
followed by incineration; this monitor must include an O2 
monitor for correcting the data for excess air unless exempt-
ed. 

Performance specification 5 (40 CFR part 60, appendix B), ex-
cept calibration drift specification is 2.5 percent of the span 
value instead of 5 percent; 450 ppm reduced sulfur; use 
Methods 15 or 15A and 3A or 3B (40 CFR part 60, appendix 
A) for certifying O2monitor; if Method 3A or 3B yields O2 
concentrations below 0.25 percent during the performance 
evaluation, the O2 concentration can be assumed to be zero 
and the O2 monitor is not required; and procedure 1 (40 
CFR part 60, appendix F), except relative accuracy test au-
dits, are required annually instead of quarterly. 

6. Instrument with an air or O2 dilution and oxidation system to 
convert reduced sulfur to SO2 for continuously monitoring the 
concentration of SO2 instead of reduced sulfur monitor and 
O2 monitor. 

Performance specification 5 (40 CFR part 60, appendix B); 
span value of 375 ppm SO2; use Methods 15 or 15A and 3A 
or 3B for certifying O2 monitor; and procedure 1 (40 CFR 
part 60, appendix F), except relative accuracy test audits, 
are required annually instead of quarterly. 

7. TRS continuous emission monitoring system for sulfur re-
covery unit; this monitor must include an O2 monitor for cor-
recting the data for excess air. 

Performance specification 5 (40 CFR part 60, appendix B). 

8. O2 monitor for oxygen concentration. ..................................... If necessary due to interferences, locate the oxygen sensor 
prior to the introduction of any outside gas stream; perform-
ance specification 3 (40 CFR part 60, appendix B; and pro-
cedure 1 (40 CFR part 60, appendix F), except relative ac-
curacy test audits, are required annually instead of quarterly. 

[67 FR 17773, Apr. 11, 2002, as amended at 70 FR 6942 and 6965, Feb. 9, 2005] 

TABLE 41 TO SUBPART UUU OF PART 63—REQUIREMENTS FOR INSTALLATION, 
OPERATION, AND MAINTENANCE OF CONTINUOUS PARAMETER MONITORING SYSTEMS 

As stated in § 63.1572(c)(1), you shall meet each requirement in the following table that ap-
plies to you. 

If you use . . . You shall . . . 

1. pH strips ............. Use pH strips with an accuracy of ±10 
percent. 

If you use . . . You shall . . . 

2. Colormetric tube 
sampling system.

Use a colormetric tube sampling sys-
tem with a printed numerical scale in 
ppmv, a standard measurement 
range of 1 to 10 ppmv (or 1 to 30 
ppmv if applicable), and a standard 
deviation for measured values of no 
more than ±15 percent. System must 
include a gas detection pump and 
hot air probe if needed for the meas-
urement range. 

[70 FR 6966, Feb. 9, 2005] 

TABLE 42 TO SUBPART UUU OF PART 63—ADDITIONAL INFORMATION FOR INITIAL 
NOTIFICATION OF COMPLIANCE STATUS 

As stated in § 63.1574(d), you shall meet each requirement in the following table that applies 
to you. 

VerDate Nov<24>2008 09:08 Aug 18, 2009 Jkt 217154 PO 00000 Frm 00179 Fmt 8010 Sfmt 8026 Y:\SGML\217154.XXX 217154cp
ric

e-
se

w
el

l o
n 

D
S

K
D

V
H

8Z
91

P
R

O
D

 w
ith

 C
F

R



170 

40 CFR Ch. I (7–1–09 Edition) Pt. 63, Subpt. UUU, Table 43 

For . . . You shall provide this additional information . . . 

1. Identification of affected sources and 
emission points. 

Nature, size, design, method of operation, operating design capacity of each af-
fected source; identify each emission point for each HAP; identify any affected 
source or vent associated with an affected source not subject to the require-
ments of subpart UUU. 

2. Initial compliance .................................... Identification of each emission limitation you will meet for each affected source, in-
cluding any option you select (i.e., NSPS, PM or Ni, flare, percent reduction, 
concentration, options for bypass lines); if applicable, certification that you have 
already conducted a performance test to demonstrate initial compliance with the 
NSPS for an affected source; certification that the vents meet the applicable 
emission limit and the continuous opacity or that the emission monitoring system 
meets the applicable performance specification; if applicable, certification that 
you have installed and verified the operational status of equipment by your com-
pliance date for each bypass line that meets the requirements of Option 2, 3, or 
4 in § 63.1569 and what equipment you installed; identification of the operating 
limit for each affected source, including supporting documentation; if your af-
fected source is subject to the NSPS, certification of compliance with NSPS 
emission limitations and performance specifications; a brief description of per-
formance test conditions (capacity, feed quality, catalyst, etc.); an engineering 
assessment (if applicable); and if applicable, the flare design (e.g., steam-as-
sisted, air-assisted, or non-assisted), all visible emission readings, heat content 
determinations, flow rate measurements, and exit velocity determinations made 
during the Method 22 test. 

3. Continuous compliance ........................... Each monitoring option you elect; and identification of any unit or vent for which 
monitoring is not required; and the definition of ‘‘operating day.’’ (This definition, 
subject to approval by the applicable permitting authority, must specify the times 
at which a 24-hr operating day begins and ends.) 

[67 FR 17773, Apr. 11, 2002, as amended at 70 FR 6942, Feb. 9, 2005] 

TABLE 43 TO SUBPART UUU OF PART 63—REQUIREMENTS FOR REPORTS 

As stated in § 63.1575(a), you shall meet each requirement in the following table that applies 
to you. 

You must submit a(n) . . . The report must contain . . . You shall submit the report 
. . . 

1. Compliance report ................ If there are not deviations from any emission limitation or 
work practice standard that applies to you, a statement that 
there were no deviations from the standards during the re-
porting period and that no continuous opacity monitoring 
system or continuous emission monitoring system was in-
operative, inactive, out-of-control, repaired, or adjusted; 

Semiannually according to the 
requirements in 
§ 63.1575(b). 

and if you have a deviation from any emission limitation or 
work practice standard during the reporting period, the re-
port must contain the information in § 63.1575(d) or (e) 

[67 FR 17773, Apr. 11, 2002, as amended at 70 FR 6942, Feb. 9, 2005] 

TABLE 44 TO SUBPART UUU OF PART 63—APPLICABILITY OF NESHAP GENERAL 
PROVISIONS TO SUBPART UUU 

As stated in § 63.1577, you shall meet each requirement in the following table that applies 
to you. 

Citation Subject Applies to supbart UUU Explanation 

§ 63.1 ............................. Applicability ................... Yes ............................... Except that subpart UUU specifies calendar or 
operating day. 

§ 63.2 ............................. Definitions ..................... Yes.
§ 63.3 ............................. Units and Abbreviations Yes.
§ 63.4 ............................. Prohibited Activities ...... Yes.
§ 63.5(A)–(C) ................. Construction and Re-

construction.
Yes ............................... In § 63.5(b)(4), replace the reference to § 63.9 

with § 63.9(b)(4) and (5). 
§ 63.5(d)(1)(i) ................. Application for Approval 

of Construction or 
Reconstruction—Gen-
eral Application Re-
quirements.

Yes ............................... Except, subpart UUU specifies the application is 
submitted as soon as practicable before start-
up but not later than 90 days (rather then 60) 
after the promulgation date where construc-
tion or reconstruction had commenced and 
initial startup had not occurred before promul-
gation. 
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